Tractor

11309717

Water connection:
@32mm (PVC DN 25)
Water consumption:
9m3/h

Water pressure:

0,6-1 bar

Minimum water depth:
Not relevant

Maximum water depth:
300mm

Mounting instruction:
Agua Drolics system B & D-2

Swtable for age:
Los 58 [1>9
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Spin the wheel
to activate the
water curtain.

..................................

i Push a button to :
i activate the small :
: exhaust pipes.
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i Push a button to :
i activate the taillights. :
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i Push a button to

activate the big
exhaust pipes.

.o
0t
.t
oo
oo
0t
oo
oo
oo

Push a button to :
: activate the headlights. :

..........................................

Aqgua Drolics | info@aquadrolics.nl | +31(0)499 393 540 | www.aquadrolics.com Aqua)k D
.Drolics

NEN-EN 17232:2020  NEN-EN 13451-3:2019



Tractor )

11309717
&
&
o
o
2
v
2790 mm
A A
: 2
n i (N
N~ N~
N N L
e e
N
\ 4

1500 mm

Aqudf(’;
Aqua Drolics | info@aquadrolics.nl | +31(0)499 393 540 | www.aquadrolics.com 2/3 qLIQ) 2= .
=J\. Drolics

NEN-EN 17232:2020  NEN-EN 13451-3:2019




	Dia 1
	Dia 2

